Appendix 6





SNORE’97 Tape File Summary





Data are available from two locations, the LITHOPROBE seismic archive in Canada and the IRIS Data Management Center in the USA.





�
LITHOPROBE Seismic Processing Facility


Department of Geology and Geophysics


University of Calgary


2500 University Drive


Calgary, AB  T2N 1N4





Web: www.litho.ucalgary.ca


Tel: 403-220-7923


Fax: 403-284-0074





from approximately May 2003


GSC/LITHOPROBE Seismic Data Archive


Geological Survey of Canada


Room 202, 615 Booth Street


Ottawa, ON K1A 0E9





Web: TBA





�IRIS Data Management Center


1408 NE 45th Street, Suite 201


Seattle, WA   98105


USA





Web: www.iris.washington.edu


Tel: 206-547-0393


Fax: 206-547-1093


�
LITHOPROBE Seismic Processing Facility





The final merged version of the SNoRE’97 is available on compact disk in two forms.


(1) SEG-Y data: reduced at 8 km/s and limited in time (generally 55 seconds).


(2) Plotsec data (ps_data.out and head.dmp files) containing all data that has been merged. The head.dmp files are in ASCII format and will allow any casual viewer the chance to examine the SEG-Y headers for the data. For information on the plotsec program package, see http:www.geop.ubc.ca/amor/plotsec.





There are 36 shots in the SNoRE’97 data set (1100-1105, 1107-1113, 2101, 2102, 2104-2109, 2201-2204, 2206-2210, 3101-3107).





Contact the LSPF for more details.





IRIS Data Management Center





The US data stored here will be in two formats.


(1) Merged data for each individual shot, unreduced with the full record length.


(2) Merged data for each individual shot, reduced and resampled so that the interesting part of the signal fits in a 32000 sample trace (an official SEG-Y requirement.)





Contact the DMC for more information.


